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5. Install the hood rack – get a friend to help you hold the hood 
rack in place and install the speed handles (J) and u-brackets 
(K) as shown in figure 5. Leave these loose for now – just 
tighten enough to hold the rear of the rack in place. 

 

K 

J 

6. Install the hood rack forward mounts – Align the hood rack 
clamps (G) with the holes in the top of the center section. Using 
the ¼” hex bolts, washers, and lock nuts, secure the front of the 
hood rack. These bolts and nuts can be tightened now. 

 

Figure 5. 

Figure 6. 
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7. Adjust the hood rack – Figure 7 illustrates how to level your 
hood rack. By moving the rear rack mounts forward or 
backward, choose a point where the rack looks level and 
secure the Torx bolts. For most Prowlers, the best position will 
be all the way back as shown on the left. 

 

Figure 7. 

8. Secure all bolts – Now you can go back and tighten all the bolts that were left loose in the previous 
steps. NOTE: since the hood rack is designed to swing out of the way for hood access (see Operation 
section), the brush guard pivot bolts (step 2) should not be too tight. Snug all the rest of the bolts down 
good and you are ready to go! 
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Operation Instructions 
 To release the hood rack for hood access, follow these steps:

3. Release the rack – Unscrew the speed 
handles and remove the u-brackets that 
secure the rear of the rack. 

 

2. Open the brush guard – Use one hand to 
hold the brush guard and the other to hold on 
to the hood rack to prevent damage to the 
vehicle or the rack. Gently pull the brush 
guard forward until it stops. 

 

1. Fold down the rack – Once the brush guard 
is level, rotate the hood rack down so that it 
is resting on the ground. Now you have full 
access to the hood. To close the hood rack, 
simply follow these steps in reverse. 
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Hardware Identification (shown actual size). 
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 Safety Information: Please follow all warnings and precautions for safe 
operation. 

  
 

• The maximum load that can be supported by your Seizmik hood rack is 150 lbs. Overloading your 
hood rack could cause serious injury or death. 

 
 

• Your vehicle may handle differently with a load on the hood rack. Do not exceed 10 mph with a 
loaded hood rack. 

 
 

•  Always load your hood rack evenly; with the heaviest items on the bottom.  
 
 
 

• Always load your hood rack in such a way that the load is as low as possible so as not to obstruct 
your view. 

 
 
 

• Never allow any riders on the hood rack! Serious injury or death could result. 

Seizmik products are designed, developed, and manufactured by Vialink Corp.  If you have any 
questions, comments, need assistance, or are missing parts, please call 1-866-888-3366 xt.110 
between 9:00AM and 5:00PM EST.  Or email us at info@kartaccessories.com. 
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