
STEP 1 - Using supplied torx L key, remove the
6 bezel screws. Do not discard
On reinstall: Use supplied torx
L key to reinstall the new colored
bezel using the 6 bezel screws. 

STEP 4 - Remove ball joint tensioning
bolts using 5mm hex wrench.
Be sure not to lose any parts.
On reinstall: Reinstall in reverse
order. Snug tensioning bolts down.
DO NOT OVER TIGHTEN.
Final adjustments will be done
when the mirror is re-mounted
back onto the vehicle.

STEP 5 - Remove badge retaining bolts using 5mm hex wrench.
On reinstall: Use 5mm hex wrench to tighten retaining
bolts back down.

STEP 6 - Remove badge 
and replace with new 
color kit pieces.

STEP 3 - Carefully remove mirror glass.
On reinstall: Carefully place
glass as shown. Make sure
no edges are overlapping
screw holes.

STEP 2 - With the 
screws removed,
take off bezel.

Warning:
MAKE SURE TO HOLD
GLASS IN PLACE AS BEZEL
IS REMOVED, THE GLASS WILL FALL OUT.

Warning:
LAY DOWN THE MIRROR HOUSING
FACING UP.  DO NOT OVER TIGHTEN.
SCREWS ARE GOING INTO  PLASTIC AND CAN STRIP OUT EASILY.

Warning:
DO NOT PLACE FACE DOWN
OR MIRROR CAN SCRATCH!
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